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FEATURES AND BENEFITS

» Convenient Installation

» Self-contained Relay

» Detection range: 100°(side view) 360°(top view)
~ »Adjustable Time Delay: 5Sec., 1Min., SMin., 8Min.
) » Identify day and night automatically

»CE

PRODUCT SPECIF/CAT/ONS

Model Number GLD-101MI- 220
Power Source ' 90V/AC~240VIAC |
‘Power Frequency ' 50-60 HZ
Power Consumptlori 1 0.5W (stahc 0. 1W)
Working Temperature ' -100 to 40°C
Light Control | Working Light {night) ON/OFF < 10LUX
Detection Distance 8m max (<22°C)
'mstauauon Height ' - 24m 1
' ‘Maxium 800W incandescent iamp(resistive load/220V/AC)
Rated Load
Maxium 150W fluorescent lamp (mductwe loadi220VIAC)

Working Humidity 1 <93%RH

SHIPPING SPECIFICATIONS

‘Model Number GLD-101MI-220

Unit Dimension  Sensor 30mm D x 32mm L M16 / Box 44x34x25mm
‘Master Ctn. Quantity 100 ’
Master Ctn. Dimension

Master Ctn. Weight xxkg

€L Instalador

ELECTRICISTA

WWW .elinstaladorelectricista.es




